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如有改动�, 恕不另行通知.

FLUXUS® 是德国FLEXIM公司商标, 并受其保护.

FLUXUS ADM 8027
ADM 8027L
ADM 8027P

ADM 8027LP 

ADM 8027C24 
ADM 8027LC24 

ADM 8127
ADM 8127P 

ADM 8127C24 

款式 防爆型 海上(平台)型

测量 
测量原理 时差相关原理, 测量气泡或固体颗粒含量高的介质时可自动切换到噪音跟踪原理 
流速 0.01...25 m/s 
重复性 0.15% 读数, 视应用而定 
- 体积流量 ±1% 读数, 视应用而定

±0.5% 读数, 经过标定 
介质 所有导声流体

温度补偿 符合ANSI/ASME MFC-5M-1985推荐

主机

电源 100...240 V/ 50...60Hz 
或

20...32 V DC 
或根据要求: 
11...16 V DC 

24 V DC ±10 % 100...240 V/ 50...60Hz 
或

20...32 V DC 
或根据要求: 
11...16 V DC 

24 V DC ±10 % 

功耗 < 10 W < 4 W < 10 W < 4 W 
通道 1或2 1或2 1或2 1或2
信号平均 0...100 s, 可调

测量速率(单通道) 100...1000 Hz 
响应时间 1s (单通道), 70 ms 可选

材质 铸铝

 ADM 8027, ADM 8027P, ADM8027C24: 
粉末涂层

 ADM 8027L, ADM 8027LP, ADM8027L24: 
特殊涂层, 4层 

不锈钢 316/316L(1.4401,1.4404,1.4432)

防护等级 (根据EN60529) IP66 
尺寸 见尺寸图 
重量 6 kg 8.5 kg 
固定方式 壁挂式, 2    管固定 (可选) 
工作温度 -20...+60 ℃ -20...+50 ℃ 
显示 2x16字符, 点阵, 带背光 
工作语言 英语, 德语, 法语, 荷兰语, 西班牙语

测量功能

测量量 体积流量, 质量流量, 流速

累积量 体积, 质量

计算功能 平均值, 差值, 总和(需2个测量通道) 
诊断功能 声速, 信号幅度, SNR, SCNR, 时间和幅度的标准差

数据记录

可记录的参数 所有测量量, 累积量及诊断量

容量 >100,000 条测量量 
通讯

接口 - 过程组合:
可选RS485
(Modbus, emitter)
或HART
- 诊断: RS2321 

- 诊断: RS2321  - 过程组合: 
  可选RS485
 (Modbus, emitter)
 或HART
 - 诊断: RS2321 

- 诊断: RS2321 

FLUXUS® ADM 8x27 性能指标

技术参数
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FLUXUS® ADM 7x07 Technical Specification

Flowmeter

Technical Data 

FLUXUS ADM 7407 ADM 7407 A2 ADM 7907
design standard field device field device for ATEX zone 2 19 " module 

measurement 
measuring principle transit time difference correlation principle,

automatic NoiseTrek selection for measurements with high gaseous or solid content
flow velocity 0.01...25 m/s
repeatability 0.15 % of reading ±0.01 m/s

accuracy1

with standard calibration  ±1.6 % of reading ±0.01 m/s
with extended calibration (option) ±1.2 % of reading ±0.01 m/s
with field calibration2 ±0.5 % of reading ±0.01 m/s
medium all acoustically conductive liquids with < 10 % gaseous or solid content in volume

(transit time difference principle)
flowmeter 
power supply 100...240 V/50...60 Hz or

20...32 V DC
power consumption < 15 W
number of flow measuring channels 1, option: 2
signal damping 0...100 s, adjustable
measuring cycle (1 channel) 100...1000 Hz
response time 1 s (1 channel), option: 70 ms
material aluminum, powder coated aluminum 
degree of protection
according to EN 60529

IP 65 IP 20

dimensions see dimensional drawing 42TE x 3HE
(without back panel)

see dimensional drawing 
weight 2.8 kg 1.7 kg
fixation wall mounting, option: 2 " pipe mounting 19 " rack mounting 
operating temperature -10...+60 °C
display 2 x 16 characters, dot matrix, backlit
menu language English, German, French, Dutch, Spanish
explosion protection 
ATEX zone - 2 -
marking -   II 3G

Ex nA II T4
Ta -20...+60 °C

 II 3D Ex tD A22 IP66 T100 °C

-

measuring functions 
physical quantities volume flow, mass flow, flow velocity, heat flow (if temperature inputs are installed)
totalizers volume, mass, option: heat quantity 
calculation functions average, difference, sum 
data logger 
loggable values all physical quantities and totalized values 
capacity > 100 000 measured values
1 for transit time difference principle, reference conditions and v > 0.15 m/s
2 reference uncertainty < 0.2 %

    - volume flow

0.15 % of reading, depending on application

± 1 % of reading, depending on application
± 0.5 % of reading, with calibration
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如有改动, 恕不另行通知.
FLUXUS® 是德国FLEXIM公司商标, 并受其保护.

FLUXUS® ADM 8x27性能指标

FLUXUS ADM 8027
ADM 8027L
ADM 8027P

ADM 8027LP 

ADM 8027C24
ADM 8027LC24 

ADM 8127
ADM 8127P 

ADM 8127C24 

防爆等级

A
T
E
X

危险区
防爆标识

1
 ADM 8027: 
    0637; 
II2G Ex de IIC T6
Ta -20...+60℃

 ADM 8027L: 
    0637;
II2G Ex de IIB T6
Ta -20...+60℃

 ADM 8027P: 
    0637;  
II2G Ex de IIC T4
Ta -20...+60℃

 ADM 8027LP: 
    0637;    
II2G Ex de IIB T4
Ta -20...+60℃

1
 ADM 8027C24: 
    0637;   
II2G Ex de [ib] IIC T4 
Ta -20...+50℃

 ADM 8027LC24: 
    0637;    
II2G Ex de [ib] IIB T4
Ta -20...+50℃

1
 ADM 8127: 
    0637;    
II2G Ex de IIC T6
Ta -20...+50℃

 ADM 8127P: 
    0637;    
II2G Ex de IIC T4
Ta -20...+50℃

1
    0637;    
II2G Ex de [ib] IIC T4
Ta -20...50℃

认证 IBExU01ATEX1064 IBExU01ATEX1064 IBExU05ATEX1078 IBExU05ATEX1078
防护型式 电子部分外壳: 隔爆

接线部分外壳: 增安
电子部分外壳: 隔爆
接线部分外壳: 增安
输出回路: 本安

电子部分外壳: 隔爆
接线部分外壳: 增安

电子部分外壳: 隔爆
接线部分外壳: 增安
输出回路: 本安

本安参数 - Um = 250 V
本安输出:

Ui = 28.2 V
Pi = 0.76 W
Li, Ci可忽略

- Um = 250 V
本安输出:

Ui = 28.2 V
Pi = 0.76 W
Li, Ci可忽略

软件(可选) 
软件操作系统
(所有WindowsTM版本) 

- FluxData: 下载测量值/记录, 图形显示, 格式转换 (例如: ExcelTM) 
- FluxKoef: 生成被测介质参数 

电缆 RS2321 
接头 RS232 - USB1 
输出(可选) 

输出与主设备电隔离 
组数 电流输出: 1...2

开关量输出
(集电极开路(A)): 1...4

或者
电流输出: 1...2
开关量输出

(集电极开路)(A)): 1...2
开关量输出

(干簧继电器): 0...2
或者

频率输出: 1
开关量输出

(集电极开路)(B)): 1

电流输出: 1
开关量输出

(集电极开路(A)): 1

电流输出: 1...2
开关量输出

(集电极开路(A)): 1...4
或者

电流输出: 1...2
开关量输出

(集电极开路)(A)): 1...2
开关量输出

(干簧继电器): 0...2
或者

频率输出: 1
开关量输出

(集电极开路)(B)): 1

电流输出: 1
开关量输出

(集电极开路(A)): 1

电流输出

-范围
-精度
-有源输出

-无源输出 

0/4...20 mA
0.1%读数±15μA 

ADM 8027, 
ADM 8027L: 
Rext < 500 Ω
ADM 8027P, 

ADM 8027LP: 
Uext = 4...26.4 V, 

取决于Rext, 
Rext < 1 KΩ

0/4...20mA
0.1%读数±15μA 

-

Uext = 4...28.2 V,
取决于Rext, 
Rext < 1 KΩ

本安

0/4...20mA
0.1%读数±15μA

ADM 8127:
Rext < 500 Ω

ADM 8127P: 
Uext = 4...26.4 V, 

取决于Rext, 
Rext < 1 KΩ

0/4...20mA
0.1%读数±15μA 

-

Uext = 4...28.2 V,
取决于Rext, 
Rext < 1 KΩ

本安
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Technical Specification FLUXUS® ADM 8x27

explosion protection 
1111 enoz XETA

marking ADM 8027:
 0044;  II 2G

Ex de IIC T6
Ta -20...+60 °C
ADM 8027L:

 0044;  II 2G
Ex de IIB T6
Ta -20...+60 °C
ADM 8027P:

 0044;  II 2G
Ex de IIC T4
Ta -20...+60 °C
ADM 8027LP:

 0044;  II 2G
Ex de IIB T4
Ta -20...+60 °C

ADM 8027C24:
 0044;  II 2G

Ex de [ib] IIC T4
Ta -20...+50 °C
ADM 8027LC24:

 0044;  II 2G
Ex de [ib] IIB T4
Ta -20...+50 °C

ADM 8127:
 0044;  II 2G

Ex de IIC T6
Ta -20...+50 °C
ADM 8127P:

 0044;  II 2G
Ex de IIC T4
Ta -20...+50 °C

 0044;  II 2G
Ex de [ib] IIC T4
Ta -20...+50 °C

A10UxEBI4601XETA10UxEBI noitacifitrec TEX1064 IBExU05ATEX1078 IBExU05ATEX1078
type of protection electronics enclosure: 

flameproof enclosure
connection enclosure: 
increased safety

electronics enclosure: 
flameproof enclosure
connection enclosure: 
increased safety
output circuits: intrin-
sic safety

electronics enclosure: 
flameproof enclosure
connection enclosure: 
increased safety

electronics enclosure: 
flameproof enclosure
connection enclosure: 
increased safety
output circuits: intrin-
sic safety

measuring functions 
yticolev wolf ,wolf ssam ,wolf emulov seititnauq lacisyhp

 ssam ,emulov srezilatot
va snoitcnuf noitaluclac erage, difference, sum 

data logger 
tnauq lacisyhp lla seulav elbaggol ities and totalized values 

seulav derusaem 000001 > yticapac
communication 

 ssecorp- ecafretni integration:
option: RS485
(Modbus, emitter)

- diagnosis: RS2323

- diagnosis: RS2323 - process integration:
option: RS485
(Modbus, emitter)

- diagnosis: RS2323

- diagnosis: RS2323

serial data kit (option) 
software (all WindowsTM versions) - FluxData: download of measured data, graphical presentation,

conversion to other formats (e.g. for ExcelTM)
- FluxKoeff: creating medium data sets

cable RS2323

adapter RS232 - USB3

3 connection of the interface RS232 outside of explosive atmosphere (housing cover open) 

7208 MDASUXULF
ADM 8027L
ADM 8027P

ADM 8027LP

ADM 8027C24
ADM 8027LC24

ADM 8127
ADM 8127P

ADM 8127C24

1

1

1
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Technical Specification FLUXUS® ADM 8x27
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1111 enoz XETA

marking ADM 8027:
 0044;  II 2G

Ex de IIC T6
Ta -20...+60 °C
ADM 8027L:

 0044;  II 2G
Ex de IIB T6
Ta -20...+60 °C
ADM 8027P:

 0044;  II 2G
Ex de IIC T4
Ta -20...+60 °C
ADM 8027LP:

 0044;  II 2G
Ex de IIB T4
Ta -20...+60 °C

ADM 8027C24:
 0044;  II 2G

Ex de [ib] IIC T4
Ta -20...+50 °C
ADM 8027LC24:

 0044;  II 2G
Ex de [ib] IIB T4
Ta -20...+50 °C

ADM 8127:
 0044;  II 2G

Ex de IIC T6
Ta -20...+50 °C
ADM 8127P:

 0044;  II 2G
Ex de IIC T4
Ta -20...+50 °C

 0044;  II 2G
Ex de [ib] IIC T4
Ta -20...+50 °C

A10UxEBI4601XETA10UxEBI noitacifitrec TEX1064 IBExU05ATEX1078 IBExU05ATEX1078
type of protection electronics enclosure: 

flameproof enclosure
connection enclosure: 
increased safety

electronics enclosure: 
flameproof enclosure
connection enclosure: 
increased safety
output circuits: intrin-
sic safety

electronics enclosure: 
flameproof enclosure
connection enclosure: 
increased safety

electronics enclosure: 
flameproof enclosure
connection enclosure: 
increased safety
output circuits: intrin-
sic safety

measuring functions 
yticolev wolf ,wolf ssam ,wolf emulov seititnauq lacisyhp

 ssam ,emulov srezilatot
va snoitcnuf noitaluclac erage, difference, sum 

data logger 
tnauq lacisyhp lla seulav elbaggol ities and totalized values 

seulav derusaem 000001 > yticapac
communication 

 ssecorp- ecafretni integration:
option: RS485
(Modbus, emitter)

- diagnosis: RS2323

- diagnosis: RS2323 - process integration:
option: RS485
(Modbus, emitter)

- diagnosis: RS2323

- diagnosis: RS2323

serial data kit (option) 
software (all WindowsTM versions) - FluxData: download of measured data, graphical presentation,

conversion to other formats (e.g. for ExcelTM)
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ADM 8027C24
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ADM 8127
ADM 8127P

ADM 8127C24

1

1

1

3
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Technical Specification FLUXUS® ADM 8x27
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Technical Specification FLUXUS® ADM 8x27
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Technical Specification FLUXUS® ADM 8x27
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ADM 8027C24:
 0044;  II 2G

Ex de [ib] IIC T4
Ta -20...+50 °C
ADM 8027LC24:

 0044;  II 2G
Ex de [ib] IIB T4
Ta -20...+50 °C

ADM 8127:
 0044;  II 2G

Ex de IIC T6
Ta -20...+50 °C
ADM 8127P:

 0044;  II 2G
Ex de IIC T4
Ta -20...+50 °C

 0044;  II 2G
Ex de [ib] IIC T4
Ta -20...+50 °C

A10UxEBI4601XETA10UxEBI noitacifitrec TEX1064 IBExU05ATEX1078 IBExU05ATEX1078
type of protection electronics enclosure: 

flameproof enclosure
connection enclosure: 
increased safety

electronics enclosure: 
flameproof enclosure
connection enclosure: 
increased safety
output circuits: intrin-
sic safety

electronics enclosure: 
flameproof enclosure
connection enclosure: 
increased safety

electronics enclosure: 
flameproof enclosure
connection enclosure: 
increased safety
output circuits: intrin-
sic safety

measuring functions 
yticolev wolf ,wolf ssam ,wolf emulov seititnauq lacisyhp

 ssam ,emulov srezilatot
va snoitcnuf noitaluclac erage, difference, sum 

data logger 
tnauq lacisyhp lla seulav elbaggol ities and totalized values 

seulav derusaem 000001 > yticapac
communication 

 ssecorp- ecafretni integration:
option: RS485
(Modbus, emitter)

- diagnosis: RS2323

- diagnosis: RS2323 - process integration:
option: RS485
(Modbus, emitter)

- diagnosis: RS2323

- diagnosis: RS2323

serial data kit (option) 
software (all WindowsTM versions) - FluxData: download of measured data, graphical presentation,

conversion to other formats (e.g. for ExcelTM)
- FluxKoeff: creating medium data sets

cable RS2323

adapter RS232 - USB3

3 connection of the interface RS232 outside of explosive atmosphere (housing cover open) 

7208 MDASUXULF
ADM 8027L
ADM 8027P

ADM 8027LP

ADM 8027C24
ADM 8027LC24

ADM 8127
ADM 8127P

ADM 8127C24

1

1

1
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Technical Specification FLUXUS® ADM 8x27

explosion protection 
1111 enoz XETA

marking ADM 8027:
 0044;  II 2G

Ex de IIC T6
Ta -20...+60 °C
ADM 8027L:

 0044;  II 2G
Ex de IIB T6
Ta -20...+60 °C
ADM 8027P:

 0044;  II 2G
Ex de IIC T4
Ta -20...+60 °C
ADM 8027LP:

 0044;  II 2G
Ex de IIB T4
Ta -20...+60 °C

ADM 8027C24:
 0044;  II 2G

Ex de [ib] IIC T4
Ta -20...+50 °C
ADM 8027LC24:

 0044;  II 2G
Ex de [ib] IIB T4
Ta -20...+50 °C

ADM 8127:
 0044;  II 2G

Ex de IIC T6
Ta -20...+50 °C
ADM 8127P:

 0044;  II 2G
Ex de IIC T4
Ta -20...+50 °C

 0044;  II 2G
Ex de [ib] IIC T4
Ta -20...+50 °C

A10UxEBI4601XETA10UxEBI noitacifitrec TEX1064 IBExU05ATEX1078 IBExU05ATEX1078
type of protection electronics enclosure: 

flameproof enclosure
connection enclosure: 
increased safety

electronics enclosure: 
flameproof enclosure
connection enclosure: 
increased safety
output circuits: intrin-
sic safety

electronics enclosure: 
flameproof enclosure
connection enclosure: 
increased safety

electronics enclosure: 
flameproof enclosure
connection enclosure: 
increased safety
output circuits: intrin-
sic safety

measuring functions 
yticolev wolf ,wolf ssam ,wolf emulov seititnauq lacisyhp

 ssam ,emulov srezilatot
va snoitcnuf noitaluclac erage, difference, sum 

data logger 
tnauq lacisyhp lla seulav elbaggol ities and totalized values 

seulav derusaem 000001 > yticapac
communication 

 ssecorp- ecafretni integration:
option: RS485
(Modbus, emitter)

- diagnosis: RS2323

- diagnosis: RS2323 - process integration:
option: RS485
(Modbus, emitter)

- diagnosis: RS2323

- diagnosis: RS2323

serial data kit (option) 
software (all WindowsTM versions) - FluxData: download of measured data, graphical presentation,

conversion to other formats (e.g. for ExcelTM)
- FluxKoeff: creating medium data sets

cable RS2323

adapter RS232 - USB3

3 connection of the interface RS232 outside of explosive atmosphere (housing cover open) 

7208 MDASUXULF
ADM 8027L
ADM 8027P

ADM 8027LP

ADM 8027C24
ADM 8027LC24

ADM 8127
ADM 8127P

ADM 8127C24

1

1
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Technical Specification FLUXUS® ADM 8x27

explosion protection 
1111 enoz XETA

marking ADM 8027:
 0044;  II 2G

Ex de IIC T6
Ta -20...+60 °C
ADM 8027L:

 0044;  II 2G
Ex de IIB T6
Ta -20...+60 °C
ADM 8027P:

 0044;  II 2G
Ex de IIC T4
Ta -20...+60 °C
ADM 8027LP:

 0044;  II 2G
Ex de IIB T4
Ta -20...+60 °C

ADM 8027C24:
 0044;  II 2G

Ex de [ib] IIC T4
Ta -20...+50 °C
ADM 8027LC24:

 0044;  II 2G
Ex de [ib] IIB T4
Ta -20...+50 °C

ADM 8127:
 0044;  II 2G

Ex de IIC T6
Ta -20...+50 °C
ADM 8127P:

 0044;  II 2G
Ex de IIC T4
Ta -20...+50 °C

 0044;  II 2G
Ex de [ib] IIC T4
Ta -20...+50 °C

A10UxEBI4601XETA10UxEBI noitacifitrec TEX1064 IBExU05ATEX1078 IBExU05ATEX1078
type of protection electronics enclosure: 

flameproof enclosure
connection enclosure: 
increased safety

electronics enclosure: 
flameproof enclosure
connection enclosure: 
increased safety
output circuits: intrin-
sic safety

electronics enclosure: 
flameproof enclosure
connection enclosure: 
increased safety

electronics enclosure: 
flameproof enclosure
connection enclosure: 
increased safety
output circuits: intrin-
sic safety

measuring functions 
yticolev wolf ,wolf ssam ,wolf emulov seititnauq lacisyhp

 ssam ,emulov srezilatot
va snoitcnuf noitaluclac erage, difference, sum 

data logger 
tnauq lacisyhp lla seulav elbaggol ities and totalized values 

seulav derusaem 000001 > yticapac
communication 

 ssecorp- ecafretni integration:
option: RS485
(Modbus, emitter)

- diagnosis: RS2323

- diagnosis: RS2323 - process integration:
option: RS485
(Modbus, emitter)

- diagnosis: RS2323

- diagnosis: RS2323

serial data kit (option) 
software (all WindowsTM versions) - FluxData: download of measured data, graphical presentation,

conversion to other formats (e.g. for ExcelTM)
- FluxKoeff: creating medium data sets

cable RS2323

adapter RS232 - USB3

3 connection of the interface RS232 outside of explosive atmosphere (housing cover open) 

7208 MDASUXULF
ADM 8027L
ADM 8027P

ADM 8027LP

ADM 8027C24
ADM 8027LC24

ADM 8127
ADM 8127P

ADM 8127C24
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Technical Specification FLUXUS® ADM 8x27

explosion protection 
1111 enoz XETA

marking ADM 8027:
 0044;  II 2G

Ex de IIC T6
Ta -20...+60 °C
ADM 8027L:

 0044;  II 2G
Ex de IIB T6
Ta -20...+60 °C
ADM 8027P:

 0044;  II 2G
Ex de IIC T4
Ta -20...+60 °C
ADM 8027LP:

 0044;  II 2G
Ex de IIB T4
Ta -20...+60 °C

ADM 8027C24:
 0044;  II 2G

Ex de [ib] IIC T4
Ta -20...+50 °C
ADM 8027LC24:

 0044;  II 2G
Ex de [ib] IIB T4
Ta -20...+50 °C

ADM 8127:
 0044;  II 2G

Ex de IIC T6
Ta -20...+50 °C
ADM 8127P:

 0044;  II 2G
Ex de IIC T4
Ta -20...+50 °C

 0044;  II 2G
Ex de [ib] IIC T4
Ta -20...+50 °C

A10UxEBI4601XETA10UxEBI noitacifitrec TEX1064 IBExU05ATEX1078 IBExU05ATEX1078
type of protection electronics enclosure: 

flameproof enclosure
connection enclosure: 
increased safety

electronics enclosure: 
flameproof enclosure
connection enclosure: 
increased safety
output circuits: intrin-
sic safety

electronics enclosure: 
flameproof enclosure
connection enclosure: 
increased safety

electronics enclosure: 
flameproof enclosure
connection enclosure: 
increased safety
output circuits: intrin-
sic safety

measuring functions 
yticolev wolf ,wolf ssam ,wolf emulov seititnauq lacisyhp

 ssam ,emulov srezilatot
va snoitcnuf noitaluclac erage, difference, sum 

data logger 
tnauq lacisyhp lla seulav elbaggol ities and totalized values 

seulav derusaem 000001 > yticapac
communication 

 ssecorp- ecafretni integration:
option: RS485
(Modbus, emitter)

- diagnosis: RS2323

- diagnosis: RS2323 - process integration:
option: RS485
(Modbus, emitter)

- diagnosis: RS2323

- diagnosis: RS2323

serial data kit (option) 
software (all WindowsTM versions) - FluxData: download of measured data, graphical presentation,

conversion to other formats (e.g. for ExcelTM)
- FluxKoeff: creating medium data sets

cable RS2323

adapter RS232 - USB3

3 connection of the interface RS232 outside of explosive atmosphere (housing cover open) 

7208 MDASUXULF
ADM 8027L
ADM 8027P

ADM 8027LP

ADM 8027C24
ADM 8027LC24

ADM 8127
ADM 8127P

ADM 8127C24

1

1
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Technical Specification FLUXUS® ADM 8x27

explosion protection 
1111 enoz XETA

marking ADM 8027:
 0044;  II 2G

Ex de IIC T6
Ta -20...+60 °C
ADM 8027L:

 0044;  II 2G
Ex de IIB T6
Ta -20...+60 °C
ADM 8027P:

 0044;  II 2G
Ex de IIC T4
Ta -20...+60 °C
ADM 8027LP:

 0044;  II 2G
Ex de IIB T4
Ta -20...+60 °C

ADM 8027C24:
 0044;  II 2G

Ex de [ib] IIC T4
Ta -20...+50 °C
ADM 8027LC24:

 0044;  II 2G
Ex de [ib] IIB T4
Ta -20...+50 °C

ADM 8127:
 0044;  II 2G

Ex de IIC T6
Ta -20...+50 °C
ADM 8127P:

 0044;  II 2G
Ex de IIC T4
Ta -20...+50 °C

 0044;  II 2G
Ex de [ib] IIC T4
Ta -20...+50 °C

A10UxEBI4601XETA10UxEBI noitacifitrec TEX1064 IBExU05ATEX1078 IBExU05ATEX1078
type of protection electronics enclosure: 

flameproof enclosure
connection enclosure: 
increased safety

electronics enclosure: 
flameproof enclosure
connection enclosure: 
increased safety
output circuits: intrin-
sic safety

electronics enclosure: 
flameproof enclosure
connection enclosure: 
increased safety

electronics enclosure: 
flameproof enclosure
connection enclosure: 
increased safety
output circuits: intrin-
sic safety

measuring functions 
yticolev wolf ,wolf ssam ,wolf emulov seititnauq lacisyhp

 ssam ,emulov srezilatot
va snoitcnuf noitaluclac erage, difference, sum 

data logger 
tnauq lacisyhp lla seulav elbaggol ities and totalized values 

seulav derusaem 000001 > yticapac
communication 

 ssecorp- ecafretni integration:
option: RS485
(Modbus, emitter)

- diagnosis: RS2323

- diagnosis: RS2323 - process integration:
option: RS485
(Modbus, emitter)

- diagnosis: RS2323

- diagnosis: RS2323

serial data kit (option) 
software (all WindowsTM versions) - FluxData: download of measured data, graphical presentation,

conversion to other formats (e.g. for ExcelTM)
- FluxKoeff: creating medium data sets

cable RS2323

adapter RS232 - USB3

3 connection of the interface RS232 outside of explosive atmosphere (housing cover open) 

7208 MDASUXULF
ADM 8027L
ADM 8027P

ADM 8027LP

ADM 8027C24
ADM 8027LC24

ADM 8127
ADM 8127P

ADM 8127C24

1
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Technical Specification FLUXUS® ADM 8x27

explosion protection 
1111 enoz XETA

marking ADM 8027:
 0044;  II 2G

Ex de IIC T6
Ta -20...+60 °C
ADM 8027L:

 0044;  II 2G
Ex de IIB T6
Ta -20...+60 °C
ADM 8027P:

 0044;  II 2G
Ex de IIC T4
Ta -20...+60 °C
ADM 8027LP:

 0044;  II 2G
Ex de IIB T4
Ta -20...+60 °C

ADM 8027C24:
 0044;  II 2G

Ex de [ib] IIC T4
Ta -20...+50 °C
ADM 8027LC24:

 0044;  II 2G
Ex de [ib] IIB T4
Ta -20...+50 °C

ADM 8127:
 0044;  II 2G

Ex de IIC T6
Ta -20...+50 °C
ADM 8127P:

 0044;  II 2G
Ex de IIC T4
Ta -20...+50 °C

 0044;  II 2G
Ex de [ib] IIC T4
Ta -20...+50 °C

A10UxEBI4601XETA10UxEBI noitacifitrec TEX1064 IBExU05ATEX1078 IBExU05ATEX1078
type of protection electronics enclosure: 

flameproof enclosure
connection enclosure: 
increased safety

electronics enclosure: 
flameproof enclosure
connection enclosure: 
increased safety
output circuits: intrin-
sic safety

electronics enclosure: 
flameproof enclosure
connection enclosure: 
increased safety

electronics enclosure: 
flameproof enclosure
connection enclosure: 
increased safety
output circuits: intrin-
sic safety

measuring functions 
yticolev wolf ,wolf ssam ,wolf emulov seititnauq lacisyhp

 ssam ,emulov srezilatot
va snoitcnuf noitaluclac erage, difference, sum 

data logger 
tnauq lacisyhp lla seulav elbaggol ities and totalized values 

seulav derusaem 000001 > yticapac
communication 

 ssecorp- ecafretni integration:
option: RS485
(Modbus, emitter)

- diagnosis: RS2323

- diagnosis: RS2323 - process integration:
option: RS485
(Modbus, emitter)

- diagnosis: RS2323

- diagnosis: RS2323

serial data kit (option) 
software (all WindowsTM versions) - FluxData: download of measured data, graphical presentation,

conversion to other formats (e.g. for ExcelTM)
- FluxKoeff: creating medium data sets

cable RS2323

adapter RS232 - USB3

3 connection of the interface RS232 outside of explosive atmosphere (housing cover open) 

7208 MDASUXULF
ADM 8027L
ADM 8027P

ADM 8027LP

ADM 8027C24
ADM 8027LC24

ADM 8127
ADM 8127P

ADM 8127C24

1
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Technical Specification FLUXUS® ADM 8x27

explosion protection 
1111 enoz XETA

marking ADM 8027:
 0044;  II 2G

Ex de IIC T6
Ta -20...+60 °C
ADM 8027L:

 0044;  II 2G
Ex de IIB T6
Ta -20...+60 °C
ADM 8027P:

 0044;  II 2G
Ex de IIC T4
Ta -20...+60 °C
ADM 8027LP:

 0044;  II 2G
Ex de IIB T4
Ta -20...+60 °C

ADM 8027C24:
 0044;  II 2G

Ex de [ib] IIC T4
Ta -20...+50 °C
ADM 8027LC24:

 0044;  II 2G
Ex de [ib] IIB T4
Ta -20...+50 °C

ADM 8127:
 0044;  II 2G

Ex de IIC T6
Ta -20...+50 °C
ADM 8127P:

 0044;  II 2G
Ex de IIC T4
Ta -20...+50 °C

 0044;  II 2G
Ex de [ib] IIC T4
Ta -20...+50 °C

A10UxEBI4601XETA10UxEBI noitacifitrec TEX1064 IBExU05ATEX1078 IBExU05ATEX1078
type of protection electronics enclosure: 

flameproof enclosure
connection enclosure: 
increased safety

electronics enclosure: 
flameproof enclosure
connection enclosure: 
increased safety
output circuits: intrin-
sic safety

electronics enclosure: 
flameproof enclosure
connection enclosure: 
increased safety

electronics enclosure: 
flameproof enclosure
connection enclosure: 
increased safety
output circuits: intrin-
sic safety

measuring functions 
yticolev wolf ,wolf ssam ,wolf emulov seititnauq lacisyhp

 ssam ,emulov srezilatot
va snoitcnuf noitaluclac erage, difference, sum 

data logger 
tnauq lacisyhp lla seulav elbaggol ities and totalized values 

seulav derusaem 000001 > yticapac
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 ssecorp- ecafretni integration:
option: RS485
(Modbus, emitter)

- diagnosis: RS2323

- diagnosis: RS2323 - process integration:
option: RS485
(Modbus, emitter)

- diagnosis: RS2323

- diagnosis: RS2323

serial data kit (option) 
software (all WindowsTM versions) - FluxData: download of measured data, graphical presentation,

conversion to other formats (e.g. for ExcelTM)
- FluxKoeff: creating medium data sets

cable RS2323

adapter RS232 - USB3

3 connection of the interface RS232 outside of explosive atmosphere (housing cover open) 

7208 MDASUXULF
ADM 8027L
ADM 8027P

ADM 8027LP

ADM 8027C24
ADM 8027LC24

ADM 8127
ADM 8127P

ADM 8127C24
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Technical Specification FLUXUS® ADM 8x27

explosion protection 
1111 enoz XETA

marking ADM 8027:
 0044;  II 2G

Ex de IIC T6
Ta -20...+60 °C
ADM 8027L:

 0044;  II 2G
Ex de IIB T6
Ta -20...+60 °C
ADM 8027P:

 0044;  II 2G
Ex de IIC T4
Ta -20...+60 °C
ADM 8027LP:

 0044;  II 2G
Ex de IIB T4
Ta -20...+60 °C

ADM 8027C24:
 0044;  II 2G

Ex de [ib] IIC T4
Ta -20...+50 °C
ADM 8027LC24:

 0044;  II 2G
Ex de [ib] IIB T4
Ta -20...+50 °C

ADM 8127:
 0044;  II 2G

Ex de IIC T6
Ta -20...+50 °C
ADM 8127P:

 0044;  II 2G
Ex de IIC T4
Ta -20...+50 °C

 0044;  II 2G
Ex de [ib] IIC T4
Ta -20...+50 °C

A10UxEBI4601XETA10UxEBI noitacifitrec TEX1064 IBExU05ATEX1078 IBExU05ATEX1078
type of protection electronics enclosure: 

flameproof enclosure
connection enclosure: 
increased safety

electronics enclosure: 
flameproof enclosure
connection enclosure: 
increased safety
output circuits: intrin-
sic safety

electronics enclosure: 
flameproof enclosure
connection enclosure: 
increased safety

electronics enclosure: 
flameproof enclosure
connection enclosure: 
increased safety
output circuits: intrin-
sic safety

measuring functions 
yticolev wolf ,wolf ssam ,wolf emulov seititnauq lacisyhp

 ssam ,emulov srezilatot
va snoitcnuf noitaluclac erage, difference, sum 

data logger 
tnauq lacisyhp lla seulav elbaggol ities and totalized values 

seulav derusaem 000001 > yticapac
communication 

 ssecorp- ecafretni integration:
option: RS485
(Modbus, emitter)

- diagnosis: RS2323

- diagnosis: RS2323 - process integration:
option: RS485
(Modbus, emitter)

- diagnosis: RS2323

- diagnosis: RS2323

serial data kit (option) 
software (all WindowsTM versions) - FluxData: download of measured data, graphical presentation,

conversion to other formats (e.g. for ExcelTM)
- FluxKoeff: creating medium data sets

cable RS2323

adapter RS232 - USB3

3 connection of the interface RS232 outside of explosive atmosphere (housing cover open) 

7208 MDASUXULF
ADM 8027L
ADM 8027P

ADM 8027LP

ADM 8027C24
ADM 8027LC24

ADM 8127
ADM 8127P

ADM 8127C24

1
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Technical Specification FLUXUS® ADM 8x27

explosion protection 
1111 enoz XETA

marking ADM 8027:
 0044;  II 2G

Ex de IIC T6
Ta -20...+60 °C
ADM 8027L:

 0044;  II 2G
Ex de IIB T6
Ta -20...+60 °C
ADM 8027P:

 0044;  II 2G
Ex de IIC T4
Ta -20...+60 °C
ADM 8027LP:

 0044;  II 2G
Ex de IIB T4
Ta -20...+60 °C

ADM 8027C24:
 0044;  II 2G

Ex de [ib] IIC T4
Ta -20...+50 °C
ADM 8027LC24:

 0044;  II 2G
Ex de [ib] IIB T4
Ta -20...+50 °C

ADM 8127:
 0044;  II 2G

Ex de IIC T6
Ta -20...+50 °C
ADM 8127P:

 0044;  II 2G
Ex de IIC T4
Ta -20...+50 °C

 0044;  II 2G
Ex de [ib] IIC T4
Ta -20...+50 °C

A10UxEBI4601XETA10UxEBI noitacifitrec TEX1064 IBExU05ATEX1078 IBExU05ATEX1078
type of protection electronics enclosure: 

flameproof enclosure
connection enclosure: 
increased safety

electronics enclosure: 
flameproof enclosure
connection enclosure: 
increased safety
output circuits: intrin-
sic safety

electronics enclosure: 
flameproof enclosure
connection enclosure: 
increased safety

electronics enclosure: 
flameproof enclosure
connection enclosure: 
increased safety
output circuits: intrin-
sic safety

measuring functions 
yticolev wolf ,wolf ssam ,wolf emulov seititnauq lacisyhp

 ssam ,emulov srezilatot
va snoitcnuf noitaluclac erage, difference, sum 

data logger 
tnauq lacisyhp lla seulav elbaggol ities and totalized values 

seulav derusaem 000001 > yticapac
communication 

 ssecorp- ecafretni integration:
option: RS485
(Modbus, emitter)

- diagnosis: RS2323

- diagnosis: RS2323 - process integration:
option: RS485
(Modbus, emitter)

- diagnosis: RS2323

- diagnosis: RS2323

serial data kit (option) 
software (all WindowsTM versions) - FluxData: download of measured data, graphical presentation,

conversion to other formats (e.g. for ExcelTM)
- FluxKoeff: creating medium data sets

cable RS2323

adapter RS232 - USB3

3 connection of the interface RS232 outside of explosive atmosphere (housing cover open) 

7208 MDASUXULF
ADM 8027L
ADM 8027P

ADM 8027LP

ADM 8027C24
ADM 8027LC24

ADM 8127
ADM 8127P

ADM 8127C24

1
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Technical Specification FLUXUS® ADM 8x27

explosion protection 
1111 enoz XETA

marking ADM 8027:
 0044;  II 2G

Ex de IIC T6
Ta -20...+60 °C
ADM 8027L:
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Ex de IIB T6
Ta -20...+60 °C
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Ex de IIC T4
Ta -20...+60 °C
ADM 8027LP:
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Ex de IIB T4
Ta -20...+60 °C

ADM 8027C24:
 0044;  II 2G

Ex de [ib] IIC T4
Ta -20...+50 °C
ADM 8027LC24:

 0044;  II 2G
Ex de [ib] IIB T4
Ta -20...+50 °C

ADM 8127:
 0044;  II 2G

Ex de IIC T6
Ta -20...+50 °C
ADM 8127P:

 0044;  II 2G
Ex de IIC T4
Ta -20...+50 °C

 0044;  II 2G
Ex de [ib] IIC T4
Ta -20...+50 °C

A10UxEBI4601XETA10UxEBI noitacifitrec TEX1064 IBExU05ATEX1078 IBExU05ATEX1078
type of protection electronics enclosure: 

flameproof enclosure
connection enclosure: 
increased safety

electronics enclosure: 
flameproof enclosure
connection enclosure: 
increased safety
output circuits: intrin-
sic safety

electronics enclosure: 
flameproof enclosure
connection enclosure: 
increased safety

electronics enclosure: 
flameproof enclosure
connection enclosure: 
increased safety
output circuits: intrin-
sic safety

measuring functions 
yticolev wolf ,wolf ssam ,wolf emulov seititnauq lacisyhp

 ssam ,emulov srezilatot
va snoitcnuf noitaluclac erage, difference, sum 

data logger 
tnauq lacisyhp lla seulav elbaggol ities and totalized values 

seulav derusaem 000001 > yticapac
communication 

 ssecorp- ecafretni integration:
option: RS485
(Modbus, emitter)

- diagnosis: RS2323

- diagnosis: RS2323 - process integration:
option: RS485
(Modbus, emitter)

- diagnosis: RS2323

- diagnosis: RS2323

serial data kit (option) 
software (all WindowsTM versions) - FluxData: download of measured data, graphical presentation,

conversion to other formats (e.g. for ExcelTM)
- FluxKoeff: creating medium data sets
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3 connection of the interface RS232 outside of explosive atmosphere (housing cover open) 

7208 MDASUXULF
ADM 8027L
ADM 8027P

ADM 8027LP

ADM 8027C24
ADM 8027LC24

ADM 8127
ADM 8127P

ADM 8127C24

1

1

1
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Technical Specification FLUXUS® ADM 8x27
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1111 enoz XETA
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Ex de IIC T6
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 0044;  II 2G
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 0044;  II 2G
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 0044;  II 2G
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A10UxEBI4601XETA10UxEBI noitacifitrec TEX1064 IBExU05ATEX1078 IBExU05ATEX1078
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sic safety

electronics enclosure: 
flameproof enclosure
connection enclosure: 
increased safety

electronics enclosure: 
flameproof enclosure
connection enclosure: 
increased safety
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3

1 仅限危险区范围之外使用
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如有改动�, 恕不另行通知.

FLUXUS® 是德国FLEXIM公司商标, 并受其保护.

FLUXUS® ADM 8x27 性能指标

尺寸 (单位: mm) 

301.5
259

20
2

195
137

29
2

2x 3/4 NPT

: 2x 1/2 NPT
: 2x M20

 2x 1/2 NPT

277

Ø
 1

32

189

17
8

: 4x M25
: 4x M20

FLUXUS ADM 8027

FLUXUS ADM 8127

HART模式一路电流输出
-范围
-无源输出

4...20 mA
Uext = 10...24 V

-
-

4...20 mA
Uext = 10...24 V

-
-

频率输出(可选)
(ADM 8027P, ADM 8127P)

范围
集电极开路

0...5 kHz
30 V/100 mA
可选: 8.2 V

DIN EN 60947-5-6
(NAMUR)

-
-

0...5 kHz
30 V/100 mA
可选: 8.2 V

DIN EN 60947-5-6
(NAMUR)

-
-

开关量输出

干簧继电器
集电极开路(A)

集电极开路(B)

48 V/0.25 A
24 V/4 mA

ADM 8027P:
30 V/100 mA

 -
24 V/ 4 mA
本安

-
-

48 V/0.25 A
24 V/4 mA

ADM 8127P:
30 V/100 mA

 -
24 V/ 4 mA
本安

-
-

作为报警输出
 -功能 上下限, 符号变化或出错 上下限, 符号变化或出错 上下限, 符号变化或出错 上下限, 符号变化或出错

作为脉冲输出
    -脉冲值
    -脉冲宽度 

0.01...1000 units
1...1000 ms 

0.01...1000 units 
1...1000 ms 

0.01...1000 units
1...1000 ms 

0.01...1000 units
1...1000 ms 
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如有改动, 恕不另行通知.
FLUXUS® 是德国FLEXIM公司商标, 并受其保护.

壁挂式和2    管固定

FLUXUS® ADM 8x27性能指标
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FLUXUS® ADM 8x27 Technical Specification

Wall and 2 " Pipe Mounting Kit 
FLUXUS ADM 8027

FLUXUS ADM 8127

6

FLUXUS ADM 8127

FLUXUS ADM 8027


